
 

 

T-800 
Gas Detection Camera 

 
The T800 Gas Detection Camera utilizes state-of-the-
art thermal imaging capabilities that allow users to 
visualize gas leaks in real-time. This technology not 
only enhances detection accuracy but also enables 
operators to assess the severity of emissions swiftly. 
The integration of LDAR capabilities further empowers 
users to identify specific leak sources, facilitating 
targeted repairs and significantly reducing VOC 
emissions. 
 
One of the standout features of the T800 is its drone 
compatibility. By mounting the camera on a DJI 
M300RTK drone, operators can access hard-to-reach 
areas like pipelines, flanges, and valves with ease. This 
aerial advantage minimizes the need for invasive 
procedures or personnel in hazardous locations, 
promoting a safer work environment while ensuring 
comprehensive monitoring coverage. 

 

 

Key Features 

• 320x 256 IR Detector 

• VOCs Gas Detection 

• Drone compatibility, able to switch 
between drones 

• 1-8x Digital Zoom 

• 18 colour palettes 

• Normal Mode, Gas Mode, Detail 

Enhancement Image modes 



 

 

 

 
 

Model T-800 

Compatible Drone Model DJI M300RTK 

Detector Type Cooled Mid-Wavelength 

Spectral Range 3.2~3.5μm 

 

 
Gas Detected 

Benzene, Ethanol, Ethylbenzene , Heptane, Hex- 
ane , Isoprene, Methanol, MEK, MIBK, Octane, 
Pentane,1-Pentene, Toluene, Xylene, Butane, 
Ethane, Methane, Propane, Ethylene, Propylene 

Detector Resolution 320x256 

NETD <15mK@30°C 

Lens Focal Length 23.2mm(35mm、50mm Optional) 

FOV 24°x 19.3° 

Digital Image Enhance 
Automatic Image Filtering, Digital Detail Enhance- 
ment 

Image Adjustment Brightness, Contrast 

Palette 18 Palettes (Black-hot/White-hot etc.) 

Digital Zoom 1-8x 

Image Mode Normal Mode, Gas Mode, Detail Enhancement 

Temperature Range -20°~500° 

Operating Temperature Range -20°~+60° 

Port DJI H.264 Stander USB/HDMI 

Storage 
64G TF Card (Image and Video Files with Tem- 
perature Data) 

Power Supply DC12V(Under-voltage) DC:10-28V 

Start-up Time <6min 

Weight <1.0kg 

 
Dimensions 

178mmx85mmx95mm (24mm) 

190mmx85mmx95mm(35mm) 

205mmx85mmx95mm (50mm) 

 
 

Please be aware specifications can vary from time to time 

T-800 Specifications 


